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FIRM TO STIFF, TAN TO BROWN, SILTY CLAY (CH)

HARD, BEIGE AND LIGHT ORANGE-BROWN,
LIGHT ORANGE-BROWN CLAY (CH) AND SILTY
CLAY (CH); BECOMES SILTY WITH DEPTH

ZONE 2 - (YAZOO FORMATION  -
WEATHERED)

MED DENSE, TAN, ORANGE-BROWN, CALCAREOUS,
SLIGHTLY FOSSILIFEROUS, FINE SILTY SAND (SM)
BECOMES SLIGHTLY CLAYEY WITH DEPTH

ZONE 3A - (UPPER MOODY'S BRANCH -
WEATHERED)

HARD, LIGHT GRAY, WEATHERED, LAYERED
CLAY (CL-CH) WITH SLIGHTLY SILTY VERY FINE
SAND SEAMS

ZONE 3B - (LOWER MOODY'S BRANCH FORMATION -
UNWEATHERED)

HARD, DARK BROWNISH GRAY, CLAY (CH) WITH
SOME SILTY VERY FINE SAND SEAMS
ZONE 3B - (COCKFIELD FORMATION -
UNWEATHERED)
HARD, DARK BROWNISH GRAY, CLAY (CH) WITH
SOME SILTY VERY FINE SAND SEAMS

TOTAL DEPTH OF BORING - 92.0'

NOTE: A HYDRAULIC AUTOMATIC TRIP
HAMMER WAS USED TO DETERMINE SPT

N-VALUES. THE N-VALUES SHOWN
REPRESENT N60 VALUES.
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MATERIAL DESCRIPTION (USCS)

1.5 3.0 4.5 6.0
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UU; UNC; DSCOHESION (ksf):

FINES CONTENT (%)
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SITE NO.: 14-25-2151 HOLE NO.: 1 FMS P.E. No.: REPORT NO.:
COUNTY: Hinds COMPLETION DATE:    
LOCATION: WOODROW WILSON BR 160.8 OVER MILL ST. & RR - EAST ABUTMENT
STATION: 54+98 OFFSET                                                                                           COMPLETION DEPTH:92 FT
BORING TYPE: Rotary Wash LOGGED BY: Mike Wright SURFACE ELEVATION:  18.4'

LATITUDE: N32.32689° LONGITUDE: W90.18611°
WATER TABLE ELEV: N/A

SITE NO.: 14-25-2151 HOLE NO.: 1 FMS P.E. No.: REPORT NO.:
COUNTY: Hinds COMPLETION DATE:7/31/2014
LOCATION: WOODROW WILSON BR 160.8 OVER MILL ST. & RR - EAST ABUTMENT
STATION:             OFFSET: 37 feet Right (North) of Centerline Woodrow Wilson
BORING TYPE: Rotary Wash LOGGED BY: Mike Wright SURFACE ELEVATION:3

LATITUDE: N32.32689° LONGITUDE: W90.18611°
WATER TABLE ELEV: N/A

3A

3B
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                                   FILL
FIRM, BROWNISH GRAY, SILTY CLAY (CL)

@ 13' LOST CIRCULATION
@ 14' VERY STIFF, REDDISH BROWN, SILTY CLAY
(CL)
           YAZOO FORMATION- WEATHERED
@ 17' HARD, YELLOWISH BROWN CLAY WITH
SOME CALCAREOUS NODULES AND SLIGHTLY
FOSSILIFEROUS  (CH)

                    UPPER MOODY'S BRANCH
@ 40' HARD, BEIGE, ORGANGISH BROWN,
CALCAREOUS, SLIGHTLY FOSSILIFEROUS, SILTY
CLAY (CH)

                    LOWER MOODY'S BRANCH
@ 50' MED DENSE, BEIGE, ORANGE-BROWN, SLIGHTLY
CLAYEY, SILTY SAND (SC)
@ 55' LOST CIRCULATION

@ 60' DENSE, ORANGISH BROWN, SILTY SAND (SM)
TOTAL DEPTH OF BORING - 62.0'

NOTE: A HYDRAULIC AUTOMATIC TRIP HAMMER
WAS USED TO DETERMINE SPT N-VALUES. THE

N-VALUES SHOWN REPRESENT N60 VALUES.
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MATERIAL DESCRIPTION (USCS)

1.5 3.0 4.5 6.0

20 40 60 80

UU; UNC; DSCOHESION (ksf):

FINES CONTENT (%)

SURFACE ELEVATION: 332.1'

COMPLETION DEPTH: 62'

WATER TABLE ELEV:  N/A

COMPLETION DATE: 8/20/2014LONGITUDE: W90.18586°COUNTY: Hinds

LOCATION: Woodrow Wilson Bridge 160.8 Over Mill St. and RR

STATION: 55+74

BORING TYPE: Rotary Wash

OFFSET: 16' Right of Existing Woodrow Wilson Centerline

LOGGED BY: Bob Powell

SITE NO.: 14-25-2151 REPORT NO.:

LATITUDE: N32.32683°

FMS P.E. No.: 106494-101000HOLE NO.: 2
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