
MISSISSIPPI DEPARTMENT OF TRANSPORTATION 
 
SPECIAL PROVISION NO. 907-714-8 CODE:  (IS) 
 
DATE: 05/01/2013 
 
SUBJECT: Miscellaneous Materials 
 
Section 714, Miscellaneous Materials, of the 2004 Edition of the Mississippi Standard 
Specifications for Road and Bridge Construction is hereby amended as follows. 
 
907-714.05--Fly Ash.  Delete Subsections 714.05.1 & 714.05.2 on pages 680 & 681, and 
substitute the following. 
 
907-714.05.1--General.  The fly ash source must be approved for listing in the Department’s 
“Approved Sources of Materials” prior to use.  The acceptance of fly ash shall be based on 
certified test reports, certification of shipment from the supplier, and tests performed on samples 
obtained after delivery in accordance with the Department’s Materials Division Inspection, 
Testing, and Certification Manual and Department SOP. 
 
Different classes of fly ash or different sources of the same class shall not be mixed or used in 
the construction of a structure or unit of a structure without written permission from the 
Engineer. 
 
The Contractor shall provide suitable means for storing and protecting the fly ash from 
dampness.  Separate storage silos, bins, or containers shall be provided for fly ash.  Fly ash 
which has become partially set or contains lumps of caked fly ash shall not be used. 
 
The temperature of the bulk fly ash shall not be greater than 165°F at the time of incorporation 
into the work. 
 
All classes of fly ash shall meet the supplementary option chemical requirement for available 
alkalies listed in AASHTO Designation: M 295, Table 2.  Class F fly ash shall have a calcium 
oxide (CaO) content of less than 6.0%.  Class C fly ash shall have a CaO content of greater 
than or equal to 8.0%. 
 
The replacement of Portland cement with fly ash shall be in accordance with the applicable 
replacement content specified in Subsection 907-701.02.2. 
 
In addition to these requirements, fly ash shall meet the following specific requirements for the 
intended use. 
 
907-714.05.2--Fly Ash for Use in Concrete.  When used with Portland cement in the production 
of concrete or grout, the fly ash shall meet the requirements of AASHTO Designation: M 295, 
Class C or F, with the following exception: 
 

The loss on ignition shall not exceed 6.0 percent. 
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No additional cementitious materials, such as blended hydraulic cement, GGBFS, metakaolin, or 
others, shall be added to or as a replacement for Portland cement when used with fly ash.  
 
907-714.06--Ground Granulated Blast Furnace Slag (GGBFS).  Delete Subsection 714.06.1 
on page 681, and substitute the following. 
 
907-714.06.1--General.  The GGBFS source must be approved for listing in the Department’s 
“Approved Sources of Materials” prior to use.  The acceptance of GGBFS shall be based on 
certified test reports, certification of shipment from the supplier, and tests performed on samples 
obtained after delivery in accordance with the Department’s Materials Division Inspection, 
Testing, and Certification Manual and Department SOP. 
 
The Contractor shall provide suitable means for storing and protecting the GGBFS against 
dampness and contamination.  Separate storage silos, bins, or containers shall be provided for 
GGBFS.  GGBFS which has become partially set, caked or contains lumps shall not be used. 
 
The State Materials Engineer shall be notified in writing of the nature, amount and identity of 
any processing or other additions made to the GGBFS during production. 
 
GGBFS from different mills shall not be mixed or used alternately in any one class of 
construction or structure without written permission from the Engineer; except that this 
requirement will not be applicable to cement treatment of design soils or bases. 
 
No additional cementitious materials, such as blended hydraulic cement, fly ash, metakaolin, or 
others, shall be added to or as a replacement for Portland cement when used with GGBFS in the 
production of concrete.  The replacement of Portland cement with GGBFS shall be in accordance 
with the applicable replacement content specified in Subsection 907-701.02.2. 
 
Delete Subsection 714.07 on page 682, and substitute the following. 
 
907-714.07--Additional Cementitious Materials. 
 
907-714.07.1--Metakaolin. 
 
907-714.07.1.1--General.  Metakaolin shall only be used as a supplementary cementitious 
material in Portland cement concrete for compliance with the requirements for cementitious 
materials exposed to soluble sulfate conditions.  Metakaolin from different sources shall not be 
mixed or used alternately in any one class of construction or structure without written permission 
from the Engineer.  No additional cementitious materials, such as blended hydraulic cement, fly 
ash, GGBFS, or others, shall be added to or as a replacement for Portland cement when used 
with metakaolin in the production of concrete. 
 
The State Materials Engineer shall be notified in writing of the nature, amount and identity of 
any processing, or other additions made to the metakaolin during production.   
 
907-714.07.1.2--Source Approval.  The approval of each metakaolin source shall be on a case 
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by case basis as determined by the State Materials Engineer.  In order to obtain approval of a 
metakaolin source, the Producer/Suppliers shall submit to the State Materials Engineer the 
following for review:  certified test reports, made by an acceptable, independent laboratory 
regularly inspected by the Cement and Concrete Reference Laboratory of the National Institutes 
of Standards and Technology, which show that the metakaolin meets all the requirements of 
AASHTO Designation: M295, including the Effectiveness in contributing to sulfate resistance, 
Procedure A, listed in AASHTO Designation: M295, Table 4 for Supplementary Optional 
Physical Requirements, and other requirements listed herein.   
 
In order to demonstrate effectiveness in contributing to sulfate resistance, included in this test 
data shall be results of metakaolin from the proposed source tested in accordance with ASTM 
Designation: C 1012.  There shall be two sets of test specimens per the following: 
 

a. One set of test specimens shall be prepared using a Type I Portland cement meeting the 
requirements of AASHTO Designation: M85 and having a tricalcium aluminate (C3A) 
content of more than 8.0%, 

 
b. One set of test specimens shall be prepared using a Type II Portland cement meeting the 

requirements of AASHTO Designation:  M85.   
 
c. The proposed metakaolin shall be incorporated at the rate of 10% cement replacement in 

each set of test specimens and shall meet both of the acceptance criteria listed below for 
source approval.   

 
The requirement for acceptance of the test sample using Type I Portland cement is an expansion 
of 0.10% or less at the end of six months.  The requirement for acceptance of the test sample 
using Type II Portland cement is an expansion of 0.05% or less at the end of six months.   
 
907-714.07.1.3--Storage.  The Contractor shall provide suitable means for storing and protecting 
the metakaolin against dampness and contamination.  Metakaolin which has become partially set, 
caked, or contains lumps shall not be used.   
 
907-714.07.1.4--Specific Requirements.  Metakaolin shall meet the requirements of AASHTO 
Designation: M 295, Class N with the following modifications: 
 

1. The sum of SiO2 + Al2O3 + Fe2O3 shall be at least 85%.  The Material Safety Data Sheet 
shall indicate that the amount of crystalline silica, as measured by National Institute of 
Occupation Safety and Health (NIOSH) 7500 method, after removal of the mica 
interference, is less than 1.0%. 

2. The loss on ignition shall be less than 3.0%. 
3. The available alkalies, as equivalent Na2O, shall not exceed 1.0%. 
4. The amount of material retained on a No. 325 mesh sieve shall not exceed 1.0%. 
5. The strength activity index at seven (7) days shall be at least 85%. 

 
907-714.07.1.5--Acceptance.  With each new lot of material shipped the Contractor shall submit 
to the State Materials Engineer a certified test report from the manufacturer showing that the 
material meets the requirements AASHTO Designation: M295, Class N and the requirements of 
this Subsection. 
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The Department reserves the right to sample, for check tests, any shipment or lot of metakaolin 
delivered to a project. 
 
907-714.07.2--Silica Fume. 
 
907-714.07.2.1--General.  Silica fume shall only be used as a supplementary cementitious 
material in Portland cement concrete for compliance with the requirements for cementitious 
materials exposed to soluble sulfate conditions.  Silica fume from different sources shall not be 
mixed or used alternately in any one class of construction or structure without written permission 
from the Engineer.  No additional cementitious materials, such as blended hydraulic cement, 
performance hydraulic cement, fly ash, GGBFS, or others, shall be added to or as a replacement 
for Portland cement when used with silica fume in the production of concrete. 
 
The State Materials Engineer shall be notified in writing of the nature, amount and identity of 
any processing, or other additions made to the silica fume during production.   
 
907-714.07.2.2--Source Approval.  The approval of each silica fume source shall be on a case 
by case basis as determined by the State Materials Engineer.  In order to obtain approval of a 
silica fume source, the Producer/Suppliers shall submit to the State Materials Engineer the 
following for review:  certified test reports, made by an acceptable, independent laboratory 
regularly inspected by the Cement and Concrete Reference Laboratory of the National Institutes 
of Standards and Technology, which show that the silica fume meets all the requirements of 
AASHTO Designation: M307, Table 3, including the Sulfate resistance expansion, listed in the 
table for Optional Physical Requirements, and other requirements listed herein.   
 
In order to demonstrate effectiveness in contributing to sulfate resistance, included in this test 
data shall be results of silica fume from the proposed source tested in accordance with ASTM 
Designation: C 1012.  There shall be two sets of test specimens per the following: 
 

a. One set of test specimens shall be prepared using a Type I Portland cement meeting the 
requirements of AASHTO Designation: M85 and having a tricalcium aluminate (C3A) 
content of more than 8.0%, 

 
b. One set of test specimens shall be prepared using a Type II Portland cement meeting the 

requirements of AASHTO Designation: M85.   
 
c. The proposed silica fume shall be incorporated at the rate of 8% cement replacement in 

each set of test specimens and shall meet both of the acceptance criteria listed below for 
source approval.   

 
The requirement for acceptance of the test sample using Type I Portland cement is an expansion 
of 0.10% or less at the end of six months.  The requirement for acceptance of the test sample 
using Type II Portland cement is an expansion of 0.05% or less at the end of six months.   
 
907-714.07.2.3--Storage.  The Contractor shall provide suitable means for storing and protecting 
the silica fume against dampness and contamination.  Silica fume which has become partially set, 
caked, or contains lumps shall not be used.   
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907-714.07.2.4--Acceptance.  With each new lot of material shipped, the Contractor shall 
submit to the State Materials Engineer a certified test report from the manufacturer showing that 
the material meets the Chemical and Physical Requirements of AASHTO Designation: M307. 
 
The Department reserves the right to sample, for check tests, any shipment or lot of silica fume 
delivered to a project. 
 
Delete Subsection 714.11.6 on pages 690 and 691, and substitute the following. 
 
907-714.11.6--Rapid Setting Cementitious Patching Compounds for Concrete Repair.  
Rapid setting concrete patching compounds must be approved for listing in the Department’s 
“Approved Sources of Materials” prior to use.  Upon approval, a product must be recertified 
every four (4) years to remain on the “Approved Sources of Materials” list.  Each product shall 
be pre-measured and packaged dry by the manufacturer.  All liquid solutions included by the 
manufacturer as components of the packaged material shall be packaged in a watertight 
container.  The manufacturer may include aggregates in the packaged material or recommend the 
addition of Contractor furnished aggregates. 
 
The type, size and quantity of aggregates, if any, to be added at the job site shall be in 
accordance with the manufacturer's recommendations and shall meet the requirements of 
Subsection 703.02 for fine aggregate and Subsection 703.03 for coarse aggregate.  Required 
mixing water to be added at the job site shall meet the requirements of Subsection 714.01.2. 
 
Only those bonding agents, if any, recommended by the manufacturer of the grout or patching 
compounds may be used for increasing the bond to old concrete or mortar surfaces. 
 
Patching compounds containing soluble chlorides will not be permitted when in contact with 
steel.  
 
Site preparation, proportioning of materials, mixing, placing and curing shall be performed in 
accordance with the manufacturer's recommendation for the specific type of application, and the 
Contractor  shall furnish a copy of these recommendations to the Engineer. 
 
Rapid setting cementitious concrete patching compounds, including components to be added at 
the job site, shall conform to the following physical requirements: 
 

Non-shrink cementitious grouts shall not be permitted for use. 
 
Compressive strength shall equal or exceed 3000 psi in 24 hours in accordance with ASTM C 
928 for Type R2 concrete or mortar. 
 
Bond strength shall equal or exceed 1000 psi in 24 hours in accordance with ASTM C 928 for 
Type R2 concrete or mortar. 
 
The material shall have a maximum length change of ±0.15% in accordance with ASTM C 928 
for Type R2 concrete or mortar. 
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The Contractor shall furnish to the Engineer three copies of the manufacturer’s certified test 
report(s) showing results of all required tests and certification that the material meets the 
specifications when mixed and place in accordance with the manufacturer's instructions.  When 
the mixture is to be placed in contact with steel, the certification shall further state that the 
packaged material contains no chlorides. Certified test report(s) and certification shall be 
furnished for each lot in a shipment. 
 
The proportioning of materials must be approved by the State Materials Engineer and any 
subsequent change in proportioning must also be approved.  A sample of each component shall 
be submitted to the Engineer along with the quantity or percentage of each to be blended.  At 
least 45 days must be allowed for initial approval.  
 
The proportioning of materials for subsequent lots may be approved by the State Materials 
Engineer upon receipt of certification from the manufacturer that the new lot of material is the 
same composition as that originally approved by the Department and that the material has not 
been changed or altered in any way.  
 
907-714.11.7--Commercial Grout for Anchoring Doweled Tie Bars in Concrete.  Before 
Subsection 714.11.7.1 on page 691, add the following. 
 
Approved Non-“Fast Set” Epoxy anchor systems as specified below may be used for the repair 
of concrete pavements that do not involve permanent sustained tension applications or overhead 
applications. 
 
“Fast Set Epoxy” may not be used for any Adhesive Anchor Applications.  Adhesive Anchor 
Systems (Fast Set epoxy or otherwise) shall not be used for permanent sustained tension 
applications or overhead applications.  “Fast Set Epoxy” refers to an epoxy produced by the Sika 
Corporation called Sikadur AnchorFix-3 and repackaged for sale under a variety of 
names/companies listed at the Federal Highway Administration web site at the following link: 
 

http://www.fhwa.dot.gov/Bridge/adhesives.cfm 
 
907-714.11.7.4--Acceptance Procedure.  After the last sentence of the first paragraph of 
Subsection 714.11.4 on page 691, add the following. 
 
Upon approval, a product must be recertified every four (4) years to remain on the “Approved 
Sources of Materials” list.   
 
907-714.11.8--Epoxy Joint Repair System. 
 
907-714.11.8.1--General.  After the last sentence of the first paragraph of Subsection 714.11.8.1 
on page 692, add the following. 
 
Upon approval, a product must be recertified every four (4) years to remain on the “Approved 
Sources of Materials” list. 
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