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FLAT BOTTOM SECTION

"V" TYPE SECTION
RIP-RAP TREATMENT

ANCHOR TO SLOPE
EVERY 25'-0••~

PLACE GEOTEXTILE
FABRIC UNDER
RIP--RAP WHERE
SPECIFIEDe

NOTES:
r. DIMENSIONS OJ W AND X ARE VARIABLE AND ARE SHOWN

ELSEWHERE ON THE PLANS.

2. THE RIP-RAP SIZE AND MINIMUM DEPTH ·H' FOR RIP-RAP
TREATMENT ARE AS FOLLOWS.

ANCHOR TO SLOPE
EVERY 25'-0·.~~,;

~ 1'6.
s,

e-,

PLACE GEOTEXTILE
FABRIC UNDER
RIP-RAP WHERE
SPECIFIED"

ANCHOR TRENCH
REOUIRED

TAMP

ROW OF STAPLES
ON 6' CENTERS

I I

ROW OF STAPLE~ ~~----~
ON 6' CENTERS T'
(UPGRADE END)

6'

--+t;;. MIN. TRANSVERSE LAP-STAPLE
EACH END ON 12' CENTERS"

PLAN

ANCHOR TRENCH DETAIL
NOTE: ANCHOR TRENCH REQUIRED AT THE BEGINNING
AND ENDING OF EACH AREA TO BE COVERED, EXCEPT
DOWNSTREAM END ADJOINING A STRUCTURE.

CHECK SLOT REQUIRED AT 50'-0'
INTERVALS. STAPLE ON 12'

--- CENTERS.

4'-0'"

DITCH LINER

'--*SOLID SOD OR DITCH
LINER AS SPECIFIED
ELSEWHERE ON PLANS.

6 X 6 - W1.4 X W1.4 OR
6 X 6 - 01.4 X 01.'4 WIRE
FABRIC (NOT A PAY ITEM).

6 X 6 - Wl.4 X W1.4 OR
6 X 6 - 01.4 X 01.4 WIRE
FABRIC <NOT A PAY ITEM)~

4' TO 6'
INSET

--I

4' TO 6·
INSET

F.B.
I..

...... -......-_--

"V" TYPE SECTION

FLAT BOTTOM SECTION

*SOLIO SOD OR DITCH
LINER AS SPECIFIED
ELSEWHERE ON PLANS.

*SOLIO SOD OR DITCH
LINER AS SPECIFIED
ELSEWHERE ON PLANS.
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EQUAL DEPTH ON BOTH SIDES

fORESLOPE
" AR.

DETAILS Of TYPICAL
DITCH TREATMENTS

RIP-RAP SIZE &
MINIMUM DEPTH 'H'

H RIP-RAP SIZE
(in) ubs)
12' 100
18' 300

18' MAX.
SPACING
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STANDARD PLAN

SOLID SOD TREATMENT

~DITCH LINER
.II.III11II1I1I1MlUnlnllllm, BITUMINOUS TREATED ROVING
If'l 'l 'l 'l? 'l ?I SOL10 SOD
I: "G, ", CONCRETE PAVED DITCH
F<J;JPt9 RIP-RAP

3' (TYP.)

..JI--------,. __...../r::::....- NOTE: SOLID SOD (STRIPS OR BLOCKS)
ARE 'TO BE STAPLED,PINNED.PEGGED
OR STAKED AT THE FOUR CORNERS OR
AT THE MAXIMUM SPECIFIED SPACING.

....-- ST APLES (TYP.)

GENERAL NOTE:
1. FOR LOCATION OF APPROPRIATE OITCH TREATMENTS,SEE PLAN SHEETS AS

DENOTED BY THE FOLLOWING LEGEND OR AS DIRECTED BY THE ENGINEER:

FLOWI>

'--STAPLE

TAMP

EQUAL DEPTH ON BOTH SIDES

'oJ "'fl.. FORE.SLOPE.
"5)

I..

(MIN. ALONG SLOPES)

--EQUAL DEPTH ON BOTH SIDES
I

BITUMINOUS TREATED ROVING

SECTION

SLOT DETAIL

NOTE: UPGRADE AND DOWNGRADE ENDS OF THE BITUMINOUS
TREATED ROVING SHALL BE BURIED IN A 6'
MINIMUM VERTICAL SLOT AND THE SOIL TAMPED FIRMLY
AGAINST IT.

STAPLE~ lIISlIIlIlIl--..iIIIIilIli
STAPLE~

SECTION

DITCH LINER TREATMENT
(EXCELSIOR BLANKET, JUTE MESH OR EROSION CONTROL FABRIC)

NOTE: DITCHES TREATED WITH DITCH LINER
WILL BE VEGETATED PRIOR TO TREATMENT,
UNLESS OTHERWISE INDICATED.

6 X 6 - W1.4 X Wl.4 OR
\...0---_ 6 X 6 - 01.4 X 01.4 WIRE

FABRIC (NOT A 'PAY ITEM)e

DElAll. OF CONSTRUCTION JOINT

q ;;:.

DI:TAIL OF TOE WALL
NOTIE: TOE WALL REOUIRED
UPSTREAM AND DOWNSTREAM.

CONCRETE PAVED DITCH

NOTES:
1. CONCRETE PAVED DITCHES SHALL BE GROOVED AT 20'-0' INTERVALS.

THE GROOVES SHALL BE CUT TO A DEPTH OF NOT LESS THAN 1'.
2. DIMENSIONS 0 & W ARE AS FOLLOWS:

O(MINIMUM) = 6'
D(NOMINAL) = 9'
W(MINIMUM) = 24'

3. CHAIR SUPPORTS FOH THE WIRE MESH WILL NOT BE REQUIRED. HOWEVER,
THE CONTRACTOR SHALL PLACE THE WIRE MESH IN A SATISFACTORY
AND WORKMANLIKE MANNER TO ENSURE THAT THE FINAL POSITION IS
REASONABLY NEAR THE POSITION INDICATED.

*4. CENTER ROW OF STAPLES MAY BE OMITTED ON DITCH LINER.

#5 ROUND DEFORMED BARS, 30' LONG, REQUIRED.,-- rSPACED ., 16· O.C. <NOT A PAY ITEM). .-.l
," t· .' .",' . 3 ·
~~.' iJ~' .1; .:1 ,"4'" < 1-
I--- 6 X 6 .• W1.4 X W1.4 OR

6 X 6 .. 01.4 X 01..4 WIRE
FABRIC (NOT A PAY ITEM).


