GENERAL NOTES:

1. Guardrail to be installed prior to Phase 2.
2. Temporary guardrail to be removed during Phase 3.

3. Payment for installation and removal will be made under:
   A. Installation and removal of guardrail type _______ BRIDGE END SECTION.
   B. Installation and removal of guardrail (terminal end section).

4. Removal of guardrail shall include filling of post holes and restoring roadway to normal section (not a separate pay item).

5. For other details of guardrail installation, see the appropriate standard drawings.

6. For details pertinent to installation of the terminal section, see manufacturer's specifications and drawings or elsewhere on plans.

LEGEND:

- Single white delineator required (2 required per installation)
- Indicates direction of traffic

MISSISSIPPI DEPARTMENT OF TRANSPORTATION
ROADWAY DESIGN DIVISION

GUARDRAIL (TEMPORARY): TYPICAL INSTALLATION AT BRIDGE END DURING CONSTRUCTION PHASES

Drawing Title: GUARDRAIL (TEMPORARY): TYPICAL INSTALLATION AT BRIDGE END DURING CONSTRUCTION PHASES

Drawing Number: TGR-2

Sheet Number: 200

Issue Date: October 1, 1998

Issue Number: 0

Revise Date: 0

State: MISS.

Project No.: [REMOVED]

Working Number: [REMOVED]

Revision: [REMOVED]