TYPICAL ASSEMBLY OF "FLAT TOPPED" REGULATORY OR WARNING SIGN MOUNTED ON A SINGLE U-SECTION POST

GENERAL NOTES:
1. UNLESS OTHERWISE SPECIFIED, HORIZONTAL BRACKES ARE 5/8" x 25". A VARIATION IN LENGTH FLAT STEEL BARS. BARS ARE WELDED TO PIPE AS SHOWN. WHEN COMPLETE, POST SHALL BE GALVANIZED AS PER SECTION 438 OF THE STANDARD SPECIFICATION.
2. HOLES IN FLAT BARS ARE 1/2" DIAMETER.
3. SIGNS ARE FASTENED TO FLAT BARS WITH 3/8" BOLTS, WASHERS AND LOCK-NUTS.
4. GROUND PLATE NOT REQUIRED ON U-SECTION POST.

FOOTING DETAIL FOR 3" PIPE

FOOTING DETAIL FOR U-SECTION POSTS

MISSISSIPPI DEPARTMENT OF TRANSPORTATION
ROADWAY DESIGN DIVISION
STANDARD PLAN

ROADWAY NUMBER

MISSISSIPPI DEPARTMENT OF TRANSPORTATION
ROADWAY DESIGN DIVISION
STANDARD PLAN

STATE PROJECT NO. MISS.

TYPICAL ASSEMBLY OF "FLAT TOPPED" REGULATORY OR WARNING SIGN MOUNTED ON A SINGLE U-SECTION POST

GENERAL NOTES:
1. UNLESS OTHERWISE SPECIFIED, HORIZONTAL BRACKES ARE 5/8" x 25". A VARIATION IN LENGTH FLAT STEEL BARS. BARS ARE WELDED TO PIPE AS SHOWN. WHEN COMPLETE, POST SHALL BE GALVANIZED AS PER SECTION 438 OF THE STANDARD SPECIFICATION.
2. HOLES IN FLAT BARS ARE 1/2" DIAMETER.
3. SIGNS ARE FASTENED TO FLAT BARS WITH 3/8" BOLTS, WASHERS AND LOCK-NUTS.
4. GROUND PLATE NOT REQUIRED ON U-SECTION POST.

FOOTING DETAIL FOR 3" PIPE

FOOTING DETAIL FOR U-SECTION POSTS

MISSISSIPPI DEPARTMENT OF TRANSPORTATION
ROADWAY DESIGN DIVISION
STANDARD PLAN

STATE PROJECT NO. MISS.

TYPICAL ASSEMBLY OF "FLAT TOPPED" REGULATORY OR WARNING SIGN MOUNTED ON A SINGLE U-SECTION POST

GENERAL NOTES:
1. UNLESS OTHERWISE SPECIFIED, HORIZONTAL BRACKES ARE 5/8" x 25". A VARIATION IN LENGTH FLAT STEEL BARS. BARS ARE WELDED TO PIPE AS SHOWN. WHEN COMPLETE, POST SHALL BE GALVANIZED AS PER SECTION 438 OF THE STANDARD SPECIFICATION.
2. HOLES IN FLAT BARS ARE 1/2" DIAMETER.
3. SIGNS ARE FASTENED TO FLAT BARS WITH 3/8" BOLTS, WASHERS AND LOCK-NUTS.
4. GROUND PLATE NOT REQUIRED ON U-SECTION POST.

FOOTING DETAIL FOR 3" PIPE

FOOTING DETAIL FOR U-SECTION POSTS

MISSISSIPPI DEPARTMENT OF TRANSPORTATION
ROADWAY DESIGN DIVISION
STANDARD PLAN

STATE PROJECT NO. MISS.

TYPICAL ASSEMBLY OF "FLAT TOPPED" REGULATORY OR WARNING SIGN MOUNTED ON A SINGLE U-SECTION POST

GENERAL NOTES:
1. UNLESS OTHERWISE SPECIFIED, HORIZONTAL BRACKES ARE 5/8" x 25". A VARIATION IN LENGTH FLAT STEEL BARS. BARS ARE WELDED TO PIPE AS SHOWN. WHEN COMPLETE, POST SHALL BE GALVANIZED AS PER SECTION 438 OF THE STANDARD SPECIFICATION.
2. HOLES IN FLAT BARS ARE 1/2" DIAMETER.
3. SIGNS ARE FASTENED TO FLAT BARS WITH 3/8" BOLTS, WASHERS AND LOCK-NUTS.
4. GROUND PLATE NOT REQUIRED ON U-SECTION POST.

FOOTING DETAIL FOR 3" PIPE

FOOTING DETAIL FOR U-SECTION POSTS

MISSISSIPPI DEPARTMENT OF TRANSPORTATION
ROADWAY DESIGN DIVISION
STANDARD PLAN

STATE PROJECT NO. MISS.

TYPICAL ASSEMBLY OF "FLAT TOPPED" REGULATORY OR WARNING SIGN MOUNTED ON A SINGLE U-SECTION POST

GENERAL NOTES:
1. UNLESS OTHERWISE SPECIFIED, HORIZONTAL BRACKES ARE 5/8" x 25". A VARIATION IN LENGTH FLAT STEEL BARS. BARS ARE WELDED TO PIPE AS SHOWN. WHEN COMPLETE, POST SHALL BE GALVANIZED AS PER SECTION 438 OF THE STANDARD SPECIFICATION.
2. HOLES IN FLAT BARS ARE 1/2" DIAMETER.
3. SIGNS ARE FASTENED TO FLAT BARS WITH 3/8" BOLTS, WASHERS AND LOCK-NUTS.
4. GROUND PLATE NOT REQUIRED ON U-SECTION POST.

FOOTING DETAIL FOR 3" PIPE

FOOTING DETAIL FOR U-SECTION POSTS