PLAN VIEW OF DOUBLE MOUNTING OF SIGNS

GENERAL NOTES:
1. UNLESS OTHERWISE SPECIFIED, HORIZONTAL BRACES ARE 3/8" X 25" X VARIABLE LENGTH FLAT STEEL BARS. BARS ARE WELDED TO PIPE AS SHOWN.
2. Holes in Flat Bars are 3/8" Diameter.
3. SIGNS ARE FASTENED TO THE FLAT BARS AND U-SECTION POSTS WITH M8 BOLTS WITH FLAT WASHERS AND LOCK NUTS.
4. WHERE REQUIRED, SIGNS R6-1L AND R6-1R ARE TO BE MOUNTED ON TOP OF POST PIPES WITH CLAMPS OR BUCKLE BRACKETS (NOT A PAY ITEM).
5. ALL HOLES SHALL BE 3/8" "Tillet.
6. TOP OF POST

MISSISSIPPI DEPARTMENT OF TRANSPORTATION
ROADWAY BRDN DIVISION
ROADWAY PLAN

STATE PROJECT NO.
MISS.

SN-4B SHEET NUMBER
227 ISSUE DATE: OCTOBER 1, 1998

TYPICAL PLAN VIEW

FOOTING DETAILS

MISSISSIPPI DEPARTMENT OF TRANSPORTATION
ROADWAY BRDN DIVISION
ROADWAY PLAN

STATE PROJECT NO.
MISS.

SN-4B SHEET NUMBER
227 ISSUE DATE: OCTOBER 1, 1998

TYPICAL PLAN VIEW

FOOTING DETAILS