RAMP IN FILL SECTION

RAMP IN CUT SECTION

PIPE CULVERT

STABILIZER AGGREGATE OR GRANULAR MATERIAL AS
PER PLANS

LOCATION OF DITCH BOTTOM MAY
VARY ACCORDING TO THE TYPICAL
SECTION AS SHOWN ON THE PLANS.
FORESLOPE MAY BE EXTENDED WHERE
NECESSARY TO SECURE 6" MINIMUM
PIPE CULVERT COVERAGE.

TYPICAL SECTION AT RAMP

SECTION A-A

DRIVEWAY SIDE SLOPES

WITHIN CLEAR ZONE  2%  MAX  -  4%  MIN
OUTSIDE CLEAR ZONE MAXIMUM  -  3%

MISSISSIPPI DEPARTMENT OF TRANSPORTATION
ROADWAY DESIGN DIVISION
STANDARD PLAN

RURAL DRIVEWAYS

MISSISSIPPI DEPARTMENT OF TRANSPORTATION
ROADWAY DESIGN DIVISION
STANDARD PLAN

RURAL DRIVEWAYS

MISSISSIPPI DEPARTMENT OF TRANSPORTATION
ROADWAY DESIGN DIVISION
STANDARD PLAN

RURAL DRIVEWAYS

MISSISSIPPI DEPARTMENT OF TRANSPORTATION
ROADWAY DESIGN DIVISION
STANDARD PLAN

RURAL DRIVEWAYS

MISSISSIPPI DEPARTMENT OF TRANSPORTATION
ROADWAY DESIGN DIVISION
STANDARD PLAN

RURAL DRIVEWAYS

MISSISSIPPI DEPARTMENT OF TRANSPORTATION
ROADWAY DESIGN DIVISION
STANDARD PLAN

RURAL DRIVEWAYS

MISSISSIPPI DEPARTMENT OF TRANSPORTATION
ROADWAY DESIGN DIVISION
STANDARD PLAN

RURAL DRIVEWAYS

MISSISSIPPI DEPARTMENT OF TRANSPORTATION
ROADWAY DESIGN DIVISION
STANDARD PLAN

RURAL DRIVEWAYS

MISSISSIPPI DEPARTMENT OF TRANSPORTATION
ROADWAY DESIGN DIVISION
STANDARD PLAN

RURAL DRIVEWAYS