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EDGE OF TRAVEL LANE

EDGE OF TRAVEL LANE

TYPICAL LOCATION OF STOP LINE
WHERE AN ACTIVE WARNING DEVICE
IS PRESENT OR PROPOSED.
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ACTIVE WARNING DEVICE
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TYPICAL LOCATION OF STOP LINE WHERE NO
ACTIVE WARNING DEVICE IS PRESENT OR PROPOSED.
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STOP LINE
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RURAL URBAN

600-mm
TRANSVERSE BAND

DISTANCE ·X· (SEE TABLE BELOW)
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SPEED
(mph)

7500

ADVANCE WARNING SIGN PLACEMENT DISTANCE

~I

I I I

*'PAVEMENT MARKING SYMBOL

7500

I.
15 m

SEE DETAIL A
FOR DIMENSIONS

...___ClLANE~ _

3000

600-mm
TRANSVERSE
BAND

W10-1

<OPTIONAL)
W14-3

---------------------------------------------------------------------------------

DETAIL A
STANDARD "R" PAVEMENT MARKING

FOR R X R SYMBOL
WORK ING NUMBER

PM-7

TYPICAL PLACEMENT OF
WARNING SIGNS AND
PAVEMENT MARKINGS

AT RAILROAD HIGHWAY
GRADE CROSSINGS

zo-C/)->
I.IJ
a::

>- MISSISSIPPI DEPARTMENT OF TRANSPORTATION
OJ

ROADWAY DESIGN DIVISION
STANDARD PLAN

ALL DIMENSIONS ARE IN MILLIMETERS (mm) EXCEPT WHERE NOTED.

*1. A PORTION OF THE PAVEMENT MARKING SYMBOL SHOULD BE DIRECTLY
OPPOSITE THE ADVANCE WARNING SIGN (WI0-1>o

GENERAL NOTES:

* *2. WIDTH OF R X R SYMBOL MAY VARY ACCORDING TO LANE WIDTH.
HOWEVER, ON MULTI-LANE ROADS, THE TRANSVERSE BANDS AND STOP LINE
SHOULD EXTEND ACROSS ALL APPROACH LANES, AND INDIVIDUAL
R X R SYMBOLS SHOULD BE USED IN EACH APPROACH LANE.

3. R X R SYMBOL (5.50 m2 ), TRANSVERSE BANDS AND STOP LINE SHALL BE
PAID FOR AS LEGEND, WHITE (PLASTIC). (MATERIAL OPTIONAL FOR OTHER
AGENCIES)o

*' * *4. REFER TO THE ·MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES·
FOR LOCATION OF PROPOSED WARNING DEVICES AT RAILROAD
HIGHWAY GRADE CROSSINGS.
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NOTES:
Q) DISTANCE ·X· MAY BE ADJUSTED IF PROHIBITIVE PHYSICAL

CONDITIONS EXIST AT THE DESIGNATED DISTANCE.

(2) THESE DISTANCES MAY BE ADJUSTED TO A MINIMUM OF 35 m IN
RESIDENTIAL AREAS OR BUSINESS DISTRICTS WHERE LOW SPEEDS
ARE PREVALENT.
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