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* NOTE: TO BE PAID FOR AS ONE (1)

2400 mm LENGTH BRACE POST AND
ONE (1) CONCRETE ANCHOR.

PERSPECTIVE OF FENCE UP AND OVER DRAINAGE STRUCTURE
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FENCE:
TYPICAL INSTALLATION

AT DRAINAGE
STRUCTURES

ALL DIMENSIONS ARE IN MILLIMETERS (mm) EXCEPT WHERE NOTED.

>- MISSISSIPPI DEPARTMENT OF TRANSPORTATION
1XI

ROADWAY DESIGN DIVISION
STANDARD PLAN

NOTE: FOR USE WHEN THE ELEVATION OF THE FENCE POST TOP IS
LOWER THAN THE ROADWAY SHOULDER AND WHEN THE NEAREST
PORTION OF THE FENCE IS OUTSIDE THE CLEAR ZONE

SECTIONAL ELEVATION OF FENCE UP AND OVER DRAINAGE STRUCTURE
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* DN32 GALV.STEEL
BRACE PIPE

*DN50 GALV. STEEL POST--.

DN50 GALV. STEEL POST -----

r---!DN50 GALV.STEEL POST

DN32 GALV. ~~~~
STEEL

* BRACE PIPE

CONCRETE
"----ANCHOR

(NOT A PAY
ITEM)

*DN50 GALV.STEEL POST
.,r-- <1050 mm MIN. LENGTH)

ELEVATION
*NOTES: 1. TO BE PAID FOR AS ONE 2100 mm LENGTH BRACE POST.

2. FOR USE WHEN DRAINAGE STRUCTURE HEIGHT IS 1500 mm OR
GREATER AND WHEN IT IS NOT FEASIBLE TO GO UP AND
OVER THE DRAINAGE STRUCTURE AS SHOWN ON THIS SHEET.
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