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"w" BEAM TERMINAL CONNECTOR PLATE
NOTES:

1. THE "W' BEAM TERMINAL CONNECTOR IS TO BE
AASHTO M 180 CORRUGATED SHEET STEEL, CLASS B,
TYPE 1.

2. SPLICE-BOLT SLOTS MAY ALSO BE ORIENTED AT
50 0 (ON THE FLAT> INSTEAD OF 0 0 AS SHOWN.
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STEEL TUBE ANCHOR
NOTE: TERMINAL POST SHOULD BE ABLE TO
SLIDE INTO THE TOP OF THIS SECTION SO THE
ACTUAL INSIDE DIMENSIONS OF THIS GALVANIZED
TUBE CANNOT BE LESS THAN 190 X 140 mm.
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TERMINAL POST
NOTE: TERMINAL POST SHALL
BE MADE OF S4S TIMBER WITH
STRESS GRADE OF 8.27 MPo.
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8- HEX NUT AND BOL T "F",
40 mm LONG, WITH 8- PLAIN
ROUND WASHER "F" UNDER HEAD

o

100 50

o

100

400

BRACKET

M24 X 3 THREAD PITCH
(BOTH ENDS)

ANCHOR PLATE

ANCHOR PLATE ASSEMBLY DETAILS

20-mm DIA. BENT PLATE
HOLES (400 X 320 X 5)
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50 100

ANCHOR
"'---PLATE

ANCHOR
CABLE

THREE
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WELD END PLATE
TO BRACKET

HEX NUT "H"~

PLAIN ROUND WASHER "H"~~-==

WORKING NUMBER

GR-M2

-I150

BREAKAWAY TERMINAL
POST SLEEVE

1--

GUARDRAIL:
~ MODIFIED ECCENTRIC-
~ LOADER TERMINAL ("MELT")
~

ANCHORAGE ASSEMBLY
DETAILS

ALL DIMENSIONS ARE IN MILLIMETERS (mm) EXCEPT WHERE NOTED.
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M16-2 MODIFIED
HEAVY HEX NUT

M16-2 THREAD
r-- PITCH

RECESSED NUT

HEX NUT AND BOLT "F"

25 DIA. X 1.5 mm DEEP
RECESS BOTH SIDES
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M16-2 THREAD
PITCH

GUARDRAIL BOLT

L

GUARDRAIL BOLTS
L T

BOLT (MIN.)

'A' 35 30
'B' 50 45
'C' 255 100
'D' 460 100

NOTES:

1. ALL GUARDRAIL BOLTS ARE M16-2
THREAD PITCH.

2. IF ANY BOLT EXTENDS MORE
THAN 6 mm FROM THE NUT, THE BOLT
SHOULD BE TRIMMED BACK.

35 R

OVAL
SHOULDER

B
(MAX.)

A
MIN.)

PLAIN ROUND WASHER

PLAIN ROUND WASHERS
A B C

WASHER (MIN.) (MAX.) (MIN.)

'F' 17.25 44.00 3.00
'H' 25.60 56.00 4.00

19-mm DIA. (6 X 19) CABLE

CABLE TO BE
SWAGE-CONNECTED.

CABLE ANCHOR ASSEMBLY
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