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CD DELINEATORS SHALL BE REQUIRED UNLESS INDICATED OTHERWISE
ON THE PLANS. THIS ITEM WILL NOT BE MEASURED SEPARATELY,
BUT WILL BE INCLUDED UNDER PAYMENT FOR PRECAST CONCRETE
BARRIER.

® DELINEATORS SHALL BE ENCAPSULATED LENS REFLECTIVE SHEETING
ON ALUMINUM SHEET. 2.03 mm THICK, OR SHEET STEEL. 2.01 mm THICK.
WHICH IS GALVANIZED.

CD ALUMINUM OR STAINLESS STEEL SLOTTED ROUND HEAD MACHINE SCREW,
M5-0.8 THREAD PITCH. 40 mm LONG, 2-WASHERS AND I-HEX HEAD NUT
(COMMERCIAL QUALITY)

@ THE DELINEATORS SHALL BE INSTALLED FACING TRAFFIC WITH
YELLOW ON THE LEFT AND WHITE ON THE RIGHT. UNLESS
OTHERWISE SPECIFIED.

® SPACINGS OF DELINEATORS:
TANGENT SECTION - 6000 mm.
CURVED SECTION - 3000 mm.

® OPTIONAL DELINEATORS, WHICH ARE ON THE MISSISSIPPI DEPARTMENT
OF TRANSPORTATION "LIST OF APPROVED MATERIALS'. WILL BE ACCEPTED.

DELINEATOR, CONCRETE
PRECAST MEDIAN BARRIER, TYPE 1

GENERAL NOTES:

1. LIFTING DEVICES AND ATTACHMENTS TO BARRIER SECTIONS SHALL BE
AS APPROVED BY THE ENGINEER.

2. PLACE ALL STEEL REINFORCEMENT 50 mm MINIMUM FROM OUTSIDE FACE
OF WALL. EXCEPT AS OTHERWISE SHOWN.
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ANCHOR STUD CONNECTOR DETAILS

NOTE: ALTERNATE METHODS OF CONNECTING PRECAST
BARRIERS. SUCH AS J-HOOKS.MAY BE SUBSTITUTED IF
APPROVED BY THE ENGINEER.
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COIL LOOPS TO BE RECESSED 13 m
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20 mm DIA•• 150 mm LONG. NATIONAL COARSE THREAD
~- COIL LOOP INSERTS. TWO (2) REQUIRED PER SECTION.
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PRECAST CONCRETE MEDIAN BARRIER

END
3. THE ANCHOR STUD CONNECTOR SHALL CONFORM TO AASHTO M 314. GRADE 55.

THE HSS HEX NUTS AND THE HARDENED ROUND WASHERS SHALL MEET THE
REQUIREMENTS OF ASTM A 325M.

4. CONCRETE SHALL BE CLASS "B' (CLASS 1 FINISH). REINFORCING STEEL
SHALL MEET THE REQUIREMENTS OF AASHTO M 31M.

305 5. STEEL RODS SHALL MEET THE REQUIREMENTS OF ASTM A 36M.

WORKING NUMBER

MB-2A

MEDIAN BARRIER:
CONCRETE

(PRECAST)

is-VI->
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APPROXIMATE QUANTITIES FOR 3-m BARRIER

MASS REINF. STEEL STEEL RODS CONCRETE
(kg) (kg) (kg) (m 3 )

1778 46.4 7.9 0.712

ALL DIMENSIONS ARE IN MILLIMETERS (mm) EXCEPT WHERE NOTED.

>- MISSISSIPPI DEPARTMENT OF TRANSPORTATION
Ul

ROADWAY DESIGN DIVISION
STANDARD PLAN

6. CONNECTOR RODS. CONNECTOR PINS. NUTS AND WASHERS SHALL BE GALVANIZED
MEETING THE REQUIREMENTS OF AASHTO M 111.
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2 19-mm STEEL RODS, 630 mm LONG

TOP CONNECTOR

610

2740
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8 #13 BARS. 710 mm LONG

BARS "L" 2 19-mm STEEL RODS. 1060 mm LONG

BOTTOM CONNECTOR

I-

"R'. 1 #19 BARS

"M". 3 #13 BARS

'S".2 #19 BARS

BARRIER CONNECTION DETAIL

BAR AND ROD DETAILS
NOTE: WHERE STEEL ROD GALVANIZATION
IS SHOWN ABOVE. GALVANIZE AFTER BENDING.
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8 #13 BARS. 1550 mm LONG
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