### General Notes:

1. The quantities listed on the summary of quantities sheet for the signs shown on this sheet will be used as the basis for final payment, except where signs are modified from that shown.
2. Signs W1-2 and W1-3: the stroke width of the letter and numerals shall be increased to 80% of the letter or numeral height.
3. The speeds required on signs W1-1L, W1-2L and W1-3L will be shown on individual plan sheets.

### Standards Plan

**Roadside Signs**

<table>
<thead>
<tr>
<th>SIGN NUMBER</th>
<th>W1-L</th>
<th>W1-2L</th>
<th>W1-3L</th>
<th>W1-4L</th>
<th>W1-5L</th>
<th>W1-7</th>
<th>W3-1L</th>
<th>W3-2L</th>
<th>W3-3L</th>
<th>W4-1L</th>
<th>W4-101L</th>
<th>W5-1L</th>
<th>W5-2L</th>
<th>W5-3L</th>
<th>W5-101L</th>
<th>W5-12L</th>
</tr>
</thead>
<tbody>
<tr>
<td>AWNING SIGN</td>
<td>318</td>
<td>318</td>
<td>318</td>
<td>318</td>
<td>318</td>
<td>318</td>
<td>318</td>
<td>318</td>
<td>318</td>
<td>318</td>
<td>318</td>
<td>318</td>
<td>318</td>
<td>318</td>
<td>318</td>
<td>318</td>
</tr>
</tbody>
</table>

### Standard Roadway Design Division

**All dimensions are in millimeters (mm) except where noted.**