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CONCRETE COLLAR
SEE DETAILS

TYPICAL INSTALLATION FOR PIPE CULVERT WITH BROKEN FLOW LINE
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ELEVATION OF CONCRETE COLLAR
NOTE: CIRCULAR PIPE IS SHOWN, ARCH PIPE IS SIMILAR.
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SECTION A-A

GENERAL. NOTE:

1.

STATE | PROJECT NO.

MISS.

THE FOLLOWING QUANTITIES SHALL BE THE BASIS FOR PAYMENT
UNLESS AUTHORIZED MODIFICATIONS ARE MADE:

QUANTITIES FOR
CONCRETE COLLAR FOR PIPE CULVERTS
CIRCULAR PIPE ARCH_PIPE
DIA. OF PIPE | CLASS *B* CONCRETE | <1or or prpp | CLASS “B* CONCRETE
(m3) tm3)
300 0.173
375 0.204 460 X 280 0.204
450 0.236 560 X 345 0.226
600 0.303 725 X 460 0.299
750 0.375 920 X 570 0.357
900 0.452 1110 X 675 0.437
1050 0.535 1300 X 795 0.503
1200 0.621 1485 X 915 0.598
1350 0.713 1650 X 1015 0.671
1500 0.810 1855 X 1145 0.780
1650 0.912 2235 X 1370 0.996
1800 1.018

REVISION

ALL DIMENSIONS ARE IN MILLIMETERS {mm) EXCEPT WHERE NOTED.
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