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Z NOTE: ADJUSTING RING IS NOT A PAY
? ITEM. IF USED TO ADJUST MANHOLE
={ HEIGHT, COST TO BE ABSORBED IN UNIT
<|3 PRICE BID FOR ADJUSTMENT OF CASTING.
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SECTION B-B
FRAME AND COVER CASTING
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12 mm APART. SQUARES
TO BE INDENTED 3 mm.

CUT OUT FOR LIFTING
HOOK OR BAR

GENERAL NOTES:

1. THE MISSISSIPPI DEPARTMENT OF TRANSPORTATION STANDARD
SPECIFICATIONS SHALL APPLY TO ALL ITEMS INCLUDED ON
SHEET UNLESS OTHERWISE SPECIFIED.

2. ALL CONCRETE MANHOLE COMPONENTS SHALL COMPLY WITH

12-mm WEB ASTM C-4T8M.
3. CASTINGS SHALL BE PLACED ON A MORTAR SEAT THAT IS

12 mm THICK,

4, THE FOLLOWING TABLE DEPICTS THE MASS OF INDIVIDUAL
MANHOLE COMPONENTS:

MASS OF MANHOLE COMPONENTS

I__ *FRAME AND COVER CASTING = 249 kg
ADJUSTING RING

| THICKNESS OF RING (mm) 100 150
MASS (kg) 82 122
ECCENTRIC CONE SECTION = 919 kg
FLAT SLAB TOP = 479 kg

RISER SECTION - 1321 kg/m

r BASE SECTION

| LENGTH OF BASE SECTION (mm) | 600 | 800 | 1000 | 1200
| MASS W/ OVERHANG (kg) 1521 | 1790 | 2058 | 2327
|_MASS W/0 OVERHANG (kg) 1236 | 1506 | 1774 | 2042

¥NOTE: THIS MASS IS THE COMPUTED MASS OF THE CASTING
PLUS THE 5% ALLOWED FOR FILLETS AND OVERRUNS AND
SHALL BE THE BASIS FOR PAYMENT.
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// - MANHOLE GASKET
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o5 TYPE APPROVED
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ALL DIMENSIONS ARE IN MILLIMETERS {(mm) EXCEPT WHERE NOTED.
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