
STATE PROJECT NO.

MISS.

TONGUE-END ON UPSTREAM SECTION
GROOVE-END ON DOWNSTREAM SECTION

300
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BELL AND SPIGOT END OPTION

NOTE: BELL-END ON DOWNSTREAM SECTION
SPIGOT -END ON UPSTREAM SECTION.
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TOE WALL
CONC. QUANTITY

(m 3 )

0.041
0.046
0.061
0.074
0.090
0.098
0.106
0.114
0.122
0.129
0.137

TABLE OF DIMENSIONS
D T V:H A B C E L

375 57 1:3 230 675 1150 800 1825
450 63 1:3 315 675 1150 900 1825
600 75 1:3 335 1100 750 1200 1850
750 88 1:3 415 1350 500 1500 1850
900 100 1:3 500 1575 875 1800 2450
1050 113 1:3 665 1575 875 1950 2450
1200 125 1:3 750 1800 650 2100 2450
1350 138 1:3 865 1950 550 2250 2500
1500 150 1:3 1025 1950 550 2400 2500
1650 163 1:3 1190 1950 550 2550 2500
1800 175 1:3 1350 1950 550 2700 2500

*
*
* * NOTE: SEE GENERAL NOTE 2.
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38-mm orA. CAST HOLES
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PLAN OF DOWNSTREAM END
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ALL DIMENSIONS ARE IN MILLIMETERS (mm) EXCEPT WHERE NOTED.

8 FLARED END SECTION
Vls FOR CONCRETE PIPE
0:

GENERAL NOTES:

2. 2 - 38-mm orA. CAST HOLES REQUIRED AS SHOWN TO ACCOMMODATE
2 - M24 TIE BOLTS, USED IN TIEING SECTION TO PIPE CULVERT.

3. LENGTH (L) OF A BELL-END OPTION MAY VARY BY
A NOMINAL EXTENSION ON THE BELL END.

4. FLARED END SECTIONS ARE NOT TO BE USED INSIDE THE
CLEAR ZONE.

5. ALL SIZES OF FLARED END SECTIONS FOR CIRCULAR CONCRETE
PIPE MAY BE FURNISHED WITH EITHER BELL AND SPIGOT OR
TONGUE AND GROOVE ENDS.

1. REINFORCEMENT SHALL CONFORM TO THE REQUIREMENTS OF
REINFORCED CONCRETE PIPE OF LIKE DIAMETER PER
AASHTO M 170M, TABLE 2, WALL B.
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TOE WALL REQUIRED ON ALL DOWNSTREAM
FLARED END SECTIONS. TOE WALL AT UPSTREAM
END WILL BE CONSTRUCTED WHERE DIRECTED BY THE
ENGINEER. TO BE PAID FOR AS CLASS "B" STRUCTURAL
CONCRETE - MINOR STRUCTURES.
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'--- STEEL FABRIC REINFORCEMENT
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