| Description | A | B | C | D | E | F | G | H | I | J | K | L | M | N | O | P | Q | R | S | T | U | V | W | X | Y | Z |
| Dimensions  |    |    |    |    |    |    |    |    |    |    |    |    |    |    |    |    |    |    |    |    |    |    |    |    |    |    |    |    |    |
|             |    |    |    |    |    |    |    |    |    |    |    |    |    |    |    |    |    |    |    |    |    |    |    |    |    |    |    |    |    |

**General Notes:**

1. All reinforcing 
2. All concrete shall be 
3. Exposed concrete surfaces shall be finished in accordance with the applicable section of the Miss. DOT specification. The finishing is done to a light broom finish. The cold joints are to be done with a clean jointer and the cold joint shall be at least 6 inches wide.
4. Quantities shown shall be the basis for final payment unless otherwise noted in the plans.

**Section B-B:**

- Plan View
- Elevations

**Section A-A:**

- Plan View
- Elevations

**Notes:**

- All dimensions are in millimeters unless otherwise noted.
- Mississippi Department of Transportation Roadway Design Division Standard Plan
- Headwall for Concrete Pipe
  - 1:4 Slope - 45° Skew

**Issue Date:**

- October 1, 1998

**Sheet Number:**

- 34/5