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The Department has committed to include superpave specifications
on all projects beginning with the August 1997 letting.The super-
pave asphalt program will require new descripticns for the dif-
ferent mixtures. Instead of referring to the layers as surface,
binder and bituminous base courses, they will be identified by
the size aggregate in the mix design. The new designs will also
include a minimum and maximum allowable thickness.

The new descriptions, pay items, lift thicknesses and examples of
typical sections are attached. If you have a question concerning
the use of superpave on a particular project, please contact
either the Section Engineer or Keith Purvis at Roadway Design.

If you have any questions or comments, please call my office.

SWR/swr



MINIMUM LIFT

MAXIMUM LIFT

NEW NAME OLD NAME THICKNESS
9.5-mm @@=0z@O—————= 1.00"(25 mm)
12.5-mm Surface Course 1.50"(40 mm)
19.0-mm Binder Course 2.25"(55 mm)
25.0-mm Bit. Base Course 3.00"(75 mm)

907-403-AA:
907-403-BB:
907-403-CC:
907-403-DD:
907-403-EE:
907-403-FF:

907-403-GG:

907-403-HH
examples:
907-403-AA

907-403-GG

PAY ITEM NUMBERS AND DESCRIPTIONS
Hot Mix Asphalt,ST(___ )
Hot Mix Asphalt,ST(___ ), Leveling
Hot Mix Asphalt,ST(___ ),Trench Widening
Hot Mix Asphalt HT(___)
Hot Mix Asphalt ,HT(__ ), Leveling
Hot Mix Asphalt,HT(__ ),Trench Widening
Hot Mix Asphalt HT(___ ), Polymer Modified

Hot Mix Asphalt ,HT( ) ,Polymer Modified,Leveling

Hot Mix Asphalt,ST(12.5 mm Mixture)

THICKNESS
1.50"(40 mm)
2.00"(50 mm)

3.00"(75 mm)
4.00"(100 mm)

-per ton
-per ton
-per ton
-per ton
-per ton
-per ton
-per ton

-per ton

Hot Mix Asphalt,HT(19.0 mm Mixture),Polymer Modified




TYPICAL PAVING SECTION
IN DIRECTION OF TRAFFIC

TYPICAL PAVING SECTION
IN DIRECTION OF TRAFFIC

I
TYPICAL PAVING SECTION
IN DIRECTION OF TRAFFIC

STATE

PROJECT NO.

MISS.

1 1/2" HOT MIX ASPHALT, HT (125 mm MIXTURE)(1 @ 1 1/27) REQD.

2 1/4" HOT MIX ASPHALT,HT (19 mm MIXTURE)1 @ 2 1/4™) REQ'D.

2 114" HOT MIX ASPHALT,HT (18 mm MIXTURE)N1 @ 2 1/4™) REQ'D.
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6" HOT MIX ASPHALT,HT (25 mm MIXTURE)(2 @ 3") REQD.

40 mm HOT MIX ASPHALT,HT (125 mm MIXTURE){1 @ 40 mm) REQ'D.

© e

150 mm HOT MIX ASPHALT, HT (25 mm MIXTURE)2 @ 75 mm)REQD.

(1) 1 112" HOT MIX ASPHALT,ST (125 mm MIXTURE)1 @ 1 1/2") REQD.

(2) 4 34" HOT MIX ASPHALT,ST (19 mm MIXTURE)N1 @ 2 14" & 1 @ 2 1/2") REQD.

(3) 6" HOT MIX ASPHALT,ST (26 mm MIXTURE)2 @ 3") REQD.

1 112" HOT MIX ASPHALT, HT (125 mm MIXTURE), POLYMER MODIFIED (1 @ 1 1/2") REQ'D.

2 1/4" HOT MIX ASPHALT, HT (19 mm MIXTURE), POLYMER MODIFIED (1 @ 2 14") REQD.

115 mm HOT MIX ASPHALT,HT (125 mm MIXTURE)(1 @ 55 mm & 1 @ 60 mm) REQ'D.
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