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The existing POLICY FOR THE USE OF DIAMOND GRADE WORK ZONE SHEETING for
construction work zones and for maintenance work zones is revised as follows:

POLICY FOR USE OF FLUORESCENT PRISMATIC WORK ZONE SHEETING. All
references to "Diamond Grade" is changed to "Fluorescent Prismatic" to reflect the recent
addition of Stimsonite prismatic sheeting to the approved product list. Both 3M and Stimsonite
sheetings are prismatic.

If you have any questions in regard to this reVISIOn of policy, please discuss with Steve
McMahen or Traffic Engineering.

504.&14,4-
eo/r /oA.~

5"cfe~~ ?'-x:?6?~J'
;7rct'/c ,,-f'c..c...c~""'->
/~/L /f"G/A/1"

7C/'~,.e~t!'C'



CONSTRUCTION WORK ZONES:
A. INTERSTATE WORK ZONES - Required on all projects beginning with the

October, 1997 letting.

B. U.S. ROUTES, STATE ROUTES - Required on all projects beginning in July,
1999. Fluorescent Prismatic orange may be substituted prior to this date; however,
High Intensity and Fluorescent Prismatic orange shall not be mixed on the same
project.

MAINTENANCE WORK ZONES:
A. All new maintenance work zone signs will be manufactured with Fluorescent

Prismatic Grade Orange sheeting beginning August 1, 1997, except: selected
sign/signs may be requested in High Intensity to maintain a full compliment of a
series. High Intensity signs shall be phases out by approximately August 1, 1999.

B. Fluorescent Prismatic Grade signs and High Intensity signs shall not be mixed on
the same maintenance operation.


