
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 

FLOW

STAGE 1

SEDIMENT BARRIER

SILT FENCE 

FLOW

STAGE 2

COMPLETED INLET BOX

DITCH INLET CONSTRUCTION STAGES

 
 
 
 
 
 
 
 
 
 

DITCH BOTTOM

FLOW

STAGE 3

 INLET CONSTRUCTED AND BACKFILLED

FLOW

STAGE 4

CONC. FLUME

DRAINAGE SLOT

FOR TEMPORARY

SEE INLET DETAILS

PERIMETER BARRIER

PIPE OPENING WITH PLYWOOD

COVER LOWER HALF OF

SEDIMENT BARRIER

DITCH CHECK OR

STACK OF SAND BAGS PERIMETER

WATTLE, HAY BALE OR TRIPLE 

INLET GRATE

ADJACENT IMPERMEABLE SURFACE

COMPLETED INLET WITH 

20' MIN. (TYP.)

BEYOND 20' FROM INLET

FLUME EXTENDS 

ACROSS FLUME IF 

PLACE SAND BAGS 

CONSTRUCTED BUT NOT BACKFILLED

INLET/JUNCTION BOX 

INLET/JUNCTION BOX LOCATION EXCAVATED

   SAFETY, WATER FLOW, SOIL OR INSTALLATION CHALLENGES.

2. CONFIGURATIONS MAY BE ADJUSTED WITH APPROVAL OF THE ENGINEER FOR TRAVELWAY

 
   SHOULD COMMENCE AS SOON AS POSSIBLE AND BE CONTINUOUS THROUGH COMPLETION.

1. FOUNDATION BACKFILL SHOULD BE PLACED IN STAGE 1 IMMEDIATELY AFTER PIPE INSTALLATION. INLET CONSTRUCTION 

NOTES:
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   EXCAVATION AS DIRECTED BY THE ENGINEER.

3. DURING STAGE 1 AND STAGE 2, SILT FENCE MAY BE REQUIRED UPSLOPE OF THE INLET

   THAT WILL ALLOW INLET CONSTRUCTION.

4. IF SILT FENCING IS INSTALLED AROUND THE INLET EXCAVATION IT SHOULD BE PLACED IN A CONFIGURATION

      DURING THIS PHASE.

      HAY BALE PROTECTION NOT ACCEPTABLE 

      WATTLE, SILT FENCE OR SAND BAGS.

      DEVICES FOR STAGE 2 INCLUDE 

NOTE: ACCEPTABLE INLET PROTECTION PROTECTION DURING THIS STAGE. 

INLET PROTECTION DEVICE, WATTLE OR SAND BAGS . HAY BALES NOT ACCEPTABLE

NOTE: ACCEPTABLE INLET PROTECTION FOR STAGE 3 INCLUDES MANUFACTURED

THE PERIMETER BARRIER DURING STAGE 4 CONSTRUCTION.

OR SAND BAGS W/GRAVEL MAY BE SUBSTITUTED FOR

NOTE: A MANUFACTURED INLET PROTECTION DEVICE 
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 ECD-11 

12" WATTLE OR 20" WATTLE
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