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4.75 mm LETTERS

"RIGHT OF WAY"

35 SPACES

MIDDLE ROW

3.125 mm LETTERS

"PROJECT R.O.W.    AND INDIVIDUAL MARKER  "

35 SPACES

INSIDE ROW

82 mm TO 89 mm

82 mm TO 89 mm

DIAMETER 17 mm MIN.

7
5
 

m
m
 

S
P

L
I
T
 

S
T

E
M

F
L

A
R

E
D

DIAMETER 19-mm MIN.

S
O

C
K

E
T
 
3
8
 

m
m

H
E

X
A

G
O

N
A

L

750 MIN.

DIA. REBAR

19 mm

7
5
0
 

m
m
 

M
I
N
I

M
U

M

MARKER CAP (DOMED)

MARKER CAP (DOMED)

6
0
0

300
300-mm FOOT LEFT OF MARKER

OFFSET ON MDOT R/W LINE

WITNESS POST SHALL BE

(FACING ROADWAY)

POST 

1.8 m ORANGE WITNESS

63.5 Min.

50 - 53.125

2
1
2
.5

50 - 53.125

2
1
2
.5

MARKER

RIGHT-OF-WAY

ALL DIMENSIONS ARE IN MILLIMETERS (mm) EXCEPT WHERE NOTED

P
R

O
J

E
C

T
S
\

S
P

E
C
I
A

L
\

R
O

W
M

A
R

K
E

R
_

N
E

W
_

M
E

T
R
I
C
.D

G
N

PROFESSIONAL SURVEYOR
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BY THE MANUFACTURER. THE DATUM

HAVE A DATUM POINT PRE-STAMPED

NOTE:THE MARKER CAP SHALL NOT
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PRE-STAMPED.

NUMBER SHALL BE

PROJECT CONSTRUCTION

IN THESE PLANS.

THE R.O.W. MARKER COORDINATE SHEET(S)

THESE NUMBERS SHALL COINCIDE WITH

STAMPED AT THE TIME OF PLACEMENT.
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