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GENERAL NOTES:

 

1.  THESE INSTALLATION CONDITIONS ARE TYPICAL AND ARE NOT TO BE

  ENCOUNTERED.  CONSTRUCTION WILL BE VARIED AS REQUIRED OR

  DIRECTED TO MEET FIELD CONDITIONS.
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BREAK IN FENCE AT THIS POST
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BRIDGE ABUTMENT

SEE SECTION A-A

ABUTMENT CONNECTION

SECTION A-A ABUTMENT CONNECTION

PLAN OF BRIDGE CONNECTION

ELEVATION OF BRIDGE CONNECTION
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CONNECTION TO BE GALVANIZED.

NOTE:  ALL MATERIAL FOR ABUTMENT

  CONSTRUED AS REPRESENTATIVE OF ALL CONDITIONS WHICH WILL BE
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ELEVATION OF WOVEN WIRE TIMBER POSTS

ELEVATION OF CHAIN LINK CLASS I
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3" 2"

1�" GALV. STEEL POSTS
REQUIRED

BRACE POST

2�" GALV. STEEL

REQUIRED

BRACE POST

2�" GALV. STEEL

8’-0" (MAX.)

�" BOLT

4" LINE POSTS

OR BRACE POST

6" CORNER

(5" O.C.) (3 STRANDS)

BARBS 14 GAGE ROUND 4 PT.

12� GAGE GALVANIZED BARBED WIRE.

(5" O.C.) (1 STRAND)

BARBS 14 GAGE ROUND 4 PT

12� GAGE GALVANIZED BARBED WIRE

(9 GAGE 60,000 lbs/in WIRE)

TENSION WIRE BRACE
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2" GALV. STEEL POST

2" GALV. STEEL POST

1�" GALV. STEEL PIPE

9’-
0"

�" DIA. TRUSS ROD

STD. CINCH ANCHOR

�" TWO-UNIT THREADED

2
�

"

CONNECTING ANGLE

L4" X 3�" X �"

FRONT FACE OF ABUTMENT

MORE THAN 18" FROM

NOT LESS THAN 6" NOR

ABUTMENT CONNECTION TO BE

�" X 3" WIDTH BAND

4" X 6" WOOD BRACE

x x x x x x
x x

x x x x

GATE POSTS

GATE POSTS

SEE STD DWG CLG-1 FOR DETAILS

36" WIDE CHAIN LINK GATE REQ’D

SEE STD DWG CLG-1 FOR DETAILS

36" WIDE CHAIN LINK GATE REQ’D

AT BRIDGES

TYPICAL INSTALLATION

FENCE:

  FOR CONNECTING FENCE TO BRIDGE ABUTMENT TO BE PAID FOR AS

2.  2�" GALV. STEEL POST AND INCIDENTAL HARDWARE REQUIRED

  ONE 5’-0" STEEL BRACE POST.
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